
Ceiling Mounted Projector Setup Guide 
If you are in one of the rooms that has a ceiling mounted projector, you will have a face plate mounted 
on the wall close to your teacher workstation. This face plate has 8 connections on it (see image 1 below) 
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To make the connections work, you will have 1 Video distribution amplifier and a set of cables (7 total) 
that consist of the following: 

15’ VGA with Audio (see image 2)  12’ Audio (see image 3) 

12’ RCA (image 4)    12’ COAX (see image 5) 

16’ USB A to B (image 6)   3’ VGA cable (see image 7)  

Video Distribution Amp (image 8)  6” Audio splitter (see image 9) 

 

 

15’ VGA with Audio (see image 2)       12’ Audio (see image 3) 
       
12’ COAX (see image 5)        16’ USB A to B (image 6) 
           12’ RCA (image 4) 
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3’ VGA cable (see image 7)       Monitor 
 
           
 



On the face plate, connect the 15’ VGA w/ Audio to the COMPUTER connection. Then connect the 
Audio cable to the IN connection.  
On the back of the Video Distribution Amplifier there are 3 connections (one COMPUTER and two 
MONITOR), plug the opposite end of the 15’ VGA w/ Audio to one of the MONITOR connections. 
Plug the Audio connection into one of the two female ends of the 6” Audio splitter. Then plug the 
one male end into the Audio out on the back of your workstation (usually a green colored 
connection – see image 10 below). Then you can connect your speaker connection to the other female 
end of the Audio splitter. 
Once you have the VGA w/ Audio plugged in, the next step is connecting the workstation to the 
Video Distribution Amplifier. To do this, use the 3’ VGA cable and connect one end to the Video out 
or where you would normally connect your monitor, on the workstation usually blue colored – see 

image 10 below). The other end needs to be connected to the COMPUTER connection on the Video 
Distribution Amplifier. Then you can plug the power connection to the wall and the Video 
Distribution Amplifier. You can now turn your projector on and should see your computer screen 
image from the projector. 
Once the video and audio connections are made, you need to plug the USB cable to the back of your 
workstation and then the other end needs to plug into the SMARTBOARD connection on the 
faceplate. 
 
IF YOU HAVE A VCR 

If you have a VCR, connect the RCA Composite cable’s RED connector to the RED OUT on the VCR 
and the RED colored or RIGHT connector on the face plate. DO the same thing for the BLUE 
connector, but it will plug into the WHITE colored connector on the VCR and the connector labeled 
LEFT on the faceplate. The GREEN cable connector will connect to the YELLOW connector on the 
VCR and the VIDEO connector on the faceplate. If you happen to have a set of RCA cables that are 
RED, WHITE and YELLOW, then just match the colors. 
Once you have the RCA cable connected, use the COAX cable and screw it on the IN connector on 
the VCR and then the other end needs to connect to the CATV connector on the faceplate.  
Note*** the rooms inside of BES do not use the COAX connection on the projector faceplate – use 
the original COAX that is in the room*** 
 
 
IF YOU HAVE SURROUND SOUND 
If you have a surround sound system, use the 12’ Audio cable and connect it to the OUT connection 
on the faceplate and then plug it into the input on the surround sound system. 
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TROUBLESHOOTING 

Some quick troubleshooting tips… 

IF YOU… THEN 
Hear a buzzing sound coming from the projector Make sure all of your audio cables are plugged in 

securely and not lose 
Have intermittent or fuzzy video images Make sure all of the VGA connections are firmly 

in place 
Have no image from the projector Make sure the projector is on 

Make sure the projector is on the proper source 
Make sure you have power to the Video 
Distribution Amplifier 
Make sure all VGA connections are made 
Make sure the projector bulb is not blown 

Have fuzzy sound or no sound Make sure your workstation volume is not 
muted 
Make sure all Audio connections are firmly 
connected 

 


