
  

 
 
 

 
 
 
 
 
 
 
 
 
 

ADDENDUM #2                                            APRIL 8, 2016 
 
 

TRANSMITTED VIA EMAIL:  1 page 
 

 
TO:  ALL PLAN HOLDERS AND POTENTIAL BIDDERS 

FROM: RON VENTURELLA, PURCHASING OFFICER    
 

SUBJECT:     SMART PROJECTORS & INTERACTIVE DISPLAYS  
FOR ENKA INTERMIDATE SCHOOL 

(RFP# 09-16) 
          
The following changes, revisions, additions, and/or clarifications to the plans and/or specifications are hereby 
made a part of the original documents.  Be sure to acknowledge this addendum on the proposal sheet. 

 
Addendum # 2 

RFP #09-16 
 

 This is a formal bid. Proposal forms must be received in a sealed envelope before 4:00pm local 
time Friday, April 15, 2016. 

 
 The SMART LightRaise 60wi2 interactive projector Model SLR60wi2 has been discontinued. The 

projector for this project has been changed to the Hitachi CPTW3005, along with the projector wall 
mount HITACHI HASWM05, and projector touch module HITACHI FT01. 

 
 New specifications and revised proposal form are attached.  
 

END OF ADDENDUM #2 
SMART PROJECTORS & INTERACTIVE DISPLAYS FOR ENKA INTERMIDATE SCHOOL (RFP# 09-16) 
 
 



Technical Specifications

HITACHI DIGITAL MEDIA, Hitachi Europe Ltd, Whitebrook Park, Lower Cookham Road, Maidenhead, Berkshire, SL6 8YA, UNITED KINGDOM
Tel: +44 (0)1628 585 000 Fax: +44 (0)1628 585 163 www.hitachidigitalmedia.com
The specification above and photography is for reference only and may be subject to change.

*The stated lamp and filter life refers to the average life expected in ideal operating 
conditions with usage in accordance with the manual. The majority of, but not all 
lamps and filters should achieve this figure. **Where a lamp fails within warranty and a 
replacement lamp is taken, the warranty for the replacement lamp will be a maximum of 
3 years (dependent on warranty hours stated). ***Where a lamp fails within warranty and 
a replacement lamp is taken, the warranty for the replacement lamp will be a maximum of 
6 months (dependent on warranty hours stated). HDMI, the HDMI logo and High-Definition 
Multimedia Interface are trademarks or registered trademarks of HDMI Licensing LLC. AMX 
and the AMX logo, and Device Discovery are all registered trademarks of AMX. Crestron® 
and RoomView™ are registered trademarks or trademark of Crestron Electronics, Inc.  
The specification above and photography is for reference only and may be subject to change.

CP-TW2505 / CP-TW3005

OPTICAL
LCD panel 0.59” aspect ratio 16:10
Resolution WXGA (1280 x 800)

Brightness CP-TW2505: 2700 Lumens (Normal) / 2214 Lumens (Eco1) /1809 Lumens (Eco2)
CP-TW3005: 3300 Lumens (Normal) / 2706 Lumens (Eco1) /2244 Lumens (Eco2)

Contrast ratio 10,000:1
Lens Powered focus, digital zoom x1.35
Lamp wattage CP-TW2505: 225W / CP-TW3005: 250W

Lamp life* CP-TW2505: 5000 hours (Normal) / 8000 hours (Eco1) / 10000 hours (Eco2) 
CP-TW3005: 4000 hours (Normal) / 5000 hours (Eco1) / 6000 hours (Eco2)

Diagonal display size 60-100” (152-254cm)
Keystone correction Fixed 4.6:-1 upward shift
Distance to width ratio (:1) 0.3
Number of colours 16.7M colours

COMPATIBILITY
Computer native IBM Compatible VGA, SVGA, XGA, WXGA, WXGA+, SXGA, SXGA+, UXGA (compressed) MAC16”
Composite / S-Video NTSC, PAL, SECAM, PAL-M, PAL-N, PAL (60Hz), NTSC4.43

Component video / HDMI video 525i(480i), 525(480p), 626i(576i), 1125i(1080i@50/60), 750p(720p@50/60),
1125p(1080p@50/60)

FEATURES
Speaker 16W

Image Picture modes (DICOM simulation, photo), HDCR (High Dynamic Contrast
Range), accentualizer technology, image optimizer

Audio Standby audio, audio pass through

Network

Projector Control, Screen Transfer, New Network Setting OST,
Infrastructure Mode (Wireless LAN), Adhoc Mode (Wireless LAN),
PJLink™, e-Mail (SMTP), Schedule (SNTP), SNMP Management (SNMP),
My Image, Messenger, Campus notification system, Network bridge,
AMX Device Discovery, Crestron™ RoomView®, Projector web control

Security systems Password / My Screen Password, PIN lock, Key lock
Installation Keystone vertical / horizontal, Perfect Fit (corner fit), Perfect Fit memory
Eco ECO-1, ECO-2, intelligent ECO, saver
Optional accessories support MS-1 / MS-1WL control
Other Auto altitude mode, altitude (up to 10,000ft), cloning function

INTERACTIVE PROJECTOR FEATURES
Interactive projector features Sensor type: IR camera, Pen type: IR pen

Calibration
Auto calibration, Storage location of calibration information on projector,
Up to 6 pen/touch finger write (option), Multi display IWB, PC less interactive, Windows 8 
multi touch operation with up to 6 pen/touch (option)

SOFTWARE

PC software

LiveViewer for Win (ver.6.21), LiveViewer for Mac (ver. 1.02.1024),
Projector Management Application (ver.7.18), Projector Control
Application (ver.4.13), Projector Image Tool (ver.3.2),
Projector Messenger Tool (ver.1.5)

Interactive software I-Pro interactive software, Hitachi StarBoard™ software
Smart Device Apps Projector Quick Connection (for iOS & Android)

CONNECTIONS
Digital input 2 x HDMI
Computer input 2 x 15-pin Mini D-sub
Monitor output 1 x 15-pin Mini D-sub
Video input 1 x RCA composite
Audio input 1 x stereo mini jack, 1 x pair RCA (L/R), 1 x microphone
Audio output 1 x stereo mini jack

USB
3 x type A (PC-less presentation, wireless adapter and FT-01 Finger
Touch connection)
1 x type B (USB display or USB mouse control)

Control 1 x 9-pin D-sub for RS-232C control
Wired network 1 x RJ-45
Wireless LAN Optional wireless adapter required

POWER
Power supply AC 100-120V / AC 220-240V, auto switching

Power consumption / standby CP-TW2505: 330W / <0.35W 
CP-TW3005: 360W / <0.35W

PHYSICAL
Dimensions ( W x H x D) 377 x 136 x 360mm (excluding feet and extrusions)
Weight <4.5kg

Noise level* CP-TW2505: 34dB (Normal) / 32dB (Eco1) / 28dB (Eco2) 
CP-TW3005: 36dB (Normal) / 32dB (Eco1) / 29dB (Eco2)

Operating temperature 0~40°C
Filter* Hybrid (up to 4000 hours)

CERTIFICATION
UL/CUL, FCC Part15 class B, AS/NZS CISPR22 class B, CE, ROHS, GOST-R

ACCESSORIES SUPPLIED

Remote control with batteries (HL03033), RGB cable, Power cord, Cable cover, Interactive pen x 2, Wireless adapter cover, Manual CD, Application 
CD, Hitachi StarBoard™ software DVD, User manual (concise), Wall mount (HAS-WM03)

OPTIONAL ACCESSORIES
Remote control HL03033
Replacement lamp CP-TW2505: DT01511 / CP-TW3005: DT01411
Finger touch unit FT-01
USB wireless adaptor USB-WL-11N
Table top mount TT-03
Wall mount adaptor (XGA) HAS-WB01
Wall mount adaptor (WXGA) HAS-WB02
Interactive pen I-PEN4

WARRANTY

Projector / lamp CP-TW2505: 3 Years / 3 Years**
CP-TW3005: 3 Years / 6 Months***

16:10

Screen size 
(diagonal)

Projection distance (m) Screen height (m)

b1 b2 c1 c2

60” (1.5m) 0.126 0.486 0.312 1.107
70” (1.8m) 0.197 0.557 0.351 1.305
80” (2.0m) 0.268 0.628 0.390 1.450
90” (2.3m) 0.339 0.699 0.429 1.648

100” (2.5m) 0.410 0.770 0.467 1.792

CP-TW2503/CP-TW3003 & FT-01
Technical Specifications

OPTICAL
LCD Panel  0.59" (1.5cm) P-Si TFT x 3 
Resolution  WXGA (1280 x 800) 
Brightness  CP-TW2503: 2700 Lumens (Normal Mode)/1800 Lumens (Eco Mode) 
  CP-TW3003: 3300 Lumens (Normal Mode)/2200 Lumens (Eco Mode) 
Contrast ratio  5000:1 
Lens  Powered focus, Digital zoom x 1.35 
Lamp wattage  250W 
Lamp life  4000 hours (Normal Mode)/6000 hours (Eco Mode)* 
Diagonal display size 60~100" (152~254cm) 
Keystone correction Fixed 4.6:-1 upward shift 
Distance to width ratio (:1) 0.3 
Number of colours  8 Bit/colour, 16.7M colours

COMPATIBILITY
Computer native WXGA 
Composite/S-Video NTSC, PAL, SECAM, PAL-M, PAL-N, PAL (60Hz), NTSC4.43 
Component Video/HDMI Video 480i@60Hz, 480p@60Hz, 576i@50Hz, 576p@50Hz, 720p@50/60Hz,  
 1080i@50/60Hz, 1080p@50/60Hz

FEATURES
Speaker 16W 
Image Picture modes (DICOM simulation, photo), HDCR (High Dynamic Contrast 
 Range), Accentualizer technology 
Audio Standby Audio, Audio pass through 
Network Projector Control, Screen Transfer, New Network Setting OST, 
 Infrastructure Mode (Wireless LAN), Adhoc Mode (Wireless LAN), 
 PJLink™, e-Mail (SMTP), Schedule (SNTP), SNMP Management (SNMP), 
 My Image, Messenger, Campus notification system, Network bridge,  
 AMX Device Discovery, Crestron™ RoomView®, Projector web control 
Security systems Password/My Screen Password, PIN lock, Key lock 
Installation Keystone vertical/horizontal, Perfect Fit (corner fit), Perfect Fit memory 
Eco Saver mode, Intelligent eco mode, ImageCare™, Filter cleaning cycle 
 (4000 hours) 
Optional accessories support MS-1/MS-1WL control 
Other Auto altitude mode, Altitude (up to 10,000ft), Cloning function

INTERACTIVE PROJECTOR FEATURES
Interactive system Sensor type: IR camera, Pen type: IR pen 
Calibration Auto calibration, Storage location of calibration information on projector, 
 Up to 4 pen/touch finger write (option), Multi display IWB, 
 PC less interactive, Windows 8 multi touch operation with up to  
 4 pen/touch (option)

SOFTWARE
PC software LiveViewer for Win (ver.6.21), LiveViewer for Mac (ver. 1.02.1024), 
 Projector Management Application (ver.7.18), Projector Control 
 Application (ver.4.13), Projector Image Tool (ver.3.2),  
 Projector Messenger Tool (ver.1.5) 
Interactive software I-Pro interactive software, Hitachi StarBoard™ software 
Smart Device Apps Projector Quick Connection (for iOS & Android) 

CONNECTIONS
Digital input 2 x HDMI 
Computer input 2 x 15-pin Mini D-sub 
Monitor output 1 x 15-pin Mini D-sub 
Video input 1 x RCA composite 
Audio input 1 x stereo mini jack, 1 x pair RCA (L/R), 1 x microphone 
Audio output 1 x stereo mini jack 
USB 3 x type A (PC-less presentation, wireless adapter and FT-01 Finger 
 Touch connection) 
 1 x type B (USB display or USB mouse control) 
Control 1 x 9-pin D-sub for RS-232C control 
Wired network 1 x RJ-45 
Wireless LAN Optional wireless adapter required 

POWER
Power supply 100-120V/220-240V, auto switching 
Power Consumption/Standby 350W/<0.35W (AC 220-240V)

PHYSICAL
Dimensions (W x H x D) 377 x 136 x 360mm (excluding feet and extrusions)  
Weight <4.5kg 
Noise level 30dB (Eco Mode)/37dB (Normal Mode) 
Operating temperature 0~40°C 
Filter Hybrid (up to 4000 hours)

CERTIFICATION
UL/cUL, FCC Part15 class B, AS/NZS CISPR22 class B, CE, ROHS, GOST-R

ACCESSORIES SUPPLIED
Remote control with batteries (HL03033), RGB cable, Power cord, Cable cover, Interactive pen x 2, Wireless 
adapter cover, Manual CD, Application CD, Hitachi StarBoard™ software DVD, User manual (concise),  
Wall mount (HAS-WM03) 

OPTIONAL ACCESSORIES
Remote control HL03033 
Replacement lamp DT01411 
Finger touch unit FT-01 
USB wireless adapter USB-WL-11N 
Table top mount TT-03 
Wall mount adaptor (XGA)       HAS-WB01 
Wall mount adaptor (WXGA)    HAS-WB02 
Interactive pen I-PEN3 

WARRANTY
Projector/Lamp CP-TW2503: 3 Years/3 Years** 

 CP-TW3003: 3 Years/6 Months***
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HITACHI DIGITAL MEDIA, Hitachi Europe Ltd, Whitebrook Park, Lower Cookham Road, 
Maidenhead, Berkshire  SL6 8YA  UNITED KINGDOM
Tel: +44 (0)1628 585 000   Fax: +44 (0)1628 585 163   www.hitachidigitalmedia.com
*The stated lamp and filter life refers to the average life expected in ideal operating conditions with usage in accordance with the manual. The 
majority of, but not all lamps and filters should achieve this figure. **Where a lamp fails within warranty and a replacement lamp is taken, the 
warranty for the replacement lamp will be a maximum of 3 years (dependent on warranty hours stated). ***Where a lamp fails within warranty 
and a replacement lamp is taken, the warranty for the replacement lamp will be a maximum of 6 months (dependent on warranty hours stated). 
HDMI, the HDMI logo and High-Definition Multimedia Interface are trademarks or registered trademarks of HDMI Licensing LLC. AMX and the 
AMX logo, and Device Discovery are all registered trademarks of AMX. Crestron® and RoomView™ are registered trademarks or trademark of 
Crestron Electronics, Inc. The specification above and photography is for reference only and may be subject to change.
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Screen size (diagonal)
b1 b2 c1 c2

Projection distance (m) Screen height (m)

60" (1.5m)
70" (1.8m)
80" (2.0m)
90" (2.3m)

100" (2.5m)

0.126
0.197
0.268
0.339
0.410

0.486
0.557
0.628
0.699
0.770

0.312
0.351
0.390
0.429
0.467

1.107
1.305
1.450
1.648
1.792

b2

c2

c1

b1 0.36 m

2 x USB Type A
USB Type B HDMI 1

HDMI 2

RJ-45 (LAN)

Security Bar

Audio In 1

Computer In 1

Microphone

Audio Out

Computer In 2/ 
Monitor out

Kensington Slot

Composite Video

Control (RS-232C)

Audio In 2

USB Type A (Finger 
touch connection)

FT-01 Finger touch unit



Specifications HAS-WM05 A3WALLARM UST1WALLARM ST1WALLARM2
Swivel +/- 5.0º +/- 2.0º +/- 3.0º 360º

Pitch +/- 5.0º +/- 4.7º +/- 3.0º +/- 12º

Roll +/- 5.0º +/- 5.0º +/- 3.0º +/- 12º

Arm Length  
(From the wall to the center 
of VESA 100/200)

12.5" -  24.5" 10.7" - 24.0" 9.8" - 21.4" 34.6" - 52.7"

Weight Capacity 23.4 lbs. 40 lbs. 22.1 lbs. 35 lbs.

Height Adjustment +/- 1.4" +/- 0.7" +/- 1.2" 6.3" (when fully extended)

Left/Right Position 
Adjustment

+/- 2.0" +/- 0.9" +/- 0.9" 1.0"

Dimensions (WxHxD) 19.8" x 8.1" x 20.3" 10.8" x 8.9" x 28.0" 7.6" x 9.8" x 17.3" 8.3" x 11.8" x 37"

Weight 14.1 lbs. 22 lbs. 10.6 lbs. 17 lbs.

Cable Management Yes Yes Yes Yes

Wall Mounts  
Compatible with select Hitachi projectors

High quality, ultra-durable construction
and long-life reliability.

Hitachi Projector Compatibility

HAS-WM05 A3WALLARM UST1WALLARM ST1WALLARM
CP-AX2503, CP-AX3503
CP-AW2503, CP-AW3003
CP-TW2503, CP-TW3003
CP-AX2505, CP-AX3505
CP-AW2505, CP-AW3005
CP-TW2505, CP-TW3005

CP-A220N, CP-A221N
CP-A222WN, CP-AW250N
CP-AW251N, CP-AW252WN
CP-A300N, CP-A301N
CP-A302WN, iPJ-AW250N
CP-AW2519N, BZ-1
CP-AX2503, CP-AX3503
CP-AW2503, CP-AW3003
CP-TW2503, CP-TW3003
CP-AX2505, CP-AX3505
CP-AW2505, CP-AW3005
CP-TW2505, CP-TW3005

CP-A220N, CP-A221N
CP-A222WN, CP-AW250N
CP-AW251N, CP-AW252WN
CP-A300N, CP-A301N
CP-A302WN, iPJ-AW250N
CP-AW2519N, BZ-1

CP-D31N
CP-DW10N
CP-D32WN
CP-BW301WN
CP-BX301WN

A3WALLARM

UST1WALLARM

ST1WALLARM
HAS-WM05

Hitachi America, Ltd. 
Toll Free: 1.800.HITACHI • Email: dmd.info@hal.hitachi.com   
Web: hitachi-america.us/projectors • Blog: dmd.hitachi-america.us/blog

HI0314-10/15-Rev. 3 
All specifications subject to change without notice.
©2015 Hitachi America, Ltd. All Rights Reserved.



Hitachi America, Ltd. 
Toll Free: 1.800.HITACHI • Email: dmd.info@hal.hitachi.com   
Web: hitachi-america.us/projectors • Blog: dmd.hitachi-america.us/blog

HI0314-10/15-Rev. 3 
All specifications subject to change without notice.
©2015 Hitachi America, Ltd. All Rights Reserved.

Adapters  

ST1PLATE2
MITST32ADJPROST32ADP

HASWB01 HASWB02ADAPA3A7WPLATECPA100ADPA7   

CPA100ADAPTPLATE

Adapter Name For From To

CPA100ADAPTPLATE
A100WALLARM 

A100WALLARM2
CP-A100, CP-A200,  
CP-A52, ED-A100

CP-AW2503, CP-AW3003 
CP-TW2503, CP-TW3003 
CP-AW2505, CP-AW3005 
CP-TW2505, CP-TW3005

CPA100ADPA7
A100WALLARM

A100WALLARM2
CP-A100, CP-A200,  
CP-A52, ED-A100

CP-AX2503, CP-AX3503 
CP-AX2505, CP-AX3505

ADAPA3A7XPLATE A3WALLARM
CP-A220N, CP-A221N, 

CP-A222WN, CP-A300N,
CP-A301N, CP-A302WN 

CP-AX2503, CP-AX3503
CP-AX2505, CP-AX3505

ADAPA3A7WPLATE A3WALLARM
 CP-AW250N, CP-AW251N,

CP-AW252WN, iPJ-AW250N,  
CP-AW2519N, BZ-1

CP-AW2503, CP-AW3003
CP-TW2503, CP-TW3003
CP-AW2505, CP-AW3005
CP-TW2505, CP-TW3005

HAS-WB01
AW250NWALLARM (HAS-K250)

UST1WALLARM (HAS-K252)

CP-A220N, CP-A221N, 
CP-A222WN, CP-A300N,

CP-A301N, CP-A302W

CP-AX2503, CP-AX3503
CP-AX2505, CP-AX3505

HAS-WB02
AW250NWALLARM (HAS-K250)

UST1WALLARM (HAS-K252)

 CP-AW250N, CP-AW251N,
CP-AW252WN, iPJ-AW250N, 

CP-AW2519N, BZ-1

CP-AW2503, CP-AW3003
CP-TW2503, CP-TW3003
CP-AW2505, CP-AW3005
CP-TW2505, CP-TW3005

ST1PLATE2 Smart Wall Arm Mount
Smart UF55
Smart UF65

CP-D32WN  
CP-BW301WN, CP-BX301WN,

PROST32ADP Promethean Wall Arm Mount

Promethean PRM10
Promethean PRM20
Promethean PRM30
Promethean PRM35
Promethean PRM45 

CP-D32WN, 
CP-BW301WN, CP-BX301WN

MITST32ADJ
Mitsubishi MITS PRO EST

Wall Arm Mount
WD380U-EST

CP-D32WN,
CP-BW301WN, CP-BX301WN

Used to replace older Hitachi models with newer Hitachi models,  
as well as competitive models to Hitachi models.



Specifications FT-01
Power supply/Rated current DC 5V/200mA

Power consumption 1W

Temperature range 0 ~ 40°C (Operating)

Size 7.01" (W) x 2.28" (H) x 1.73" (D) 
Not including protruding parts

Weight 3.88 oz.

FT-01 Finger Touch Unit 
For use with Hitachi CP-TW2503, CP-TW2505, CP-TW3003 and CP-TW3005. 

Hitachi America, Ltd. 
Toll Free: 1.800.HITACHI • Email: dmd.info@hal.hitachi.com   
Web: hitachi-america.us/projectors • Blog: dmd.hitachi-america.us/blog

HI0329-Rev.2-08/15
All specifications subject to change without notice.
©2015 Hitachi America, Ltd. All Rights Reserved.

Touch-based interactivity for greater  
communication versatility.

Width

H
ei

gh
t

Depth

If the drawing area 
is not contained 
within a frame, 
there is no limita-
tion for the FT-01.

When using the 
FT-01, install IR 
FILTER.
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 (NOTE: PROPSAL FORM MUST BE FULLY EXECUTED AND RETURNED FOR CONSIDERATION) 
 

*** REVISED PROPOSAL FORM *** 
 

SMART PROJECTORS & INTERACTIVE DISPLAYS 
FOR ENKA INTERMIDATE SCHOOL 

 
RFP#09-16 DUE DATE: 04/15/16 TIME: 4:00pm   

 
 
OFFEROR / BIDDER:  _________________________________________________________________________ 

  
Item 1) Includes The projector: HITACHI CPTW3005, projector wall mount: HITACHI 
HASWM05, projector touch module: HITACHI FT01. Including freight and applicable sales tax 
(7%). (Minimum 49 units): 
  

1. Serial numbers must be provided in .xlsx or .csv format 
2. See attached specifications. 

 
Item 1, per unit bid: ____________  (including freight & sales tax) 
  
 
 
Item 2) 70" Interactive Displays including freight and applicable sales tax (7%). (Minimum 12 
units): 
 

1. No on-board modules 
2. 1080p minimum or options of Ultra HD screen 
3. 10 point multi-touch and multi-write 
4. Anti-reflection glass plate 
5. Minimum 5 year warranty 
6. Include wall mount with adjustable height feature 
7. Serial numbers must be provided in .xlsx or .csv format 

 
Name of Brand: _________________ 
 

 Model: _________________ 
 
Item 2, per unit bid: _______________ (including freight & sales tax) 
 
 
ADDRESS:  _________________________________________________________________________ 
 
CITY, STATE, ZIP:  ___________________________________________________________________ 
 
TELEPHONE NUMBER:  _____________________ FAX:  ____________________________________ 
 
FED ID No:  _________________________    E-MAIL:  _____________________________        
 
BY: (Signature)  _________________________________ TITLE:  ___________________________ 
 
 
DATE:  ________________     (Typed or printed name)    __________________________________ 

 
 

END OF REVISED PROPOSAL FORM 
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